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Abstract—Hall mobility and sheet carrier density are impor-
tant parameters to monitor in advanced semiconductor pro-
duction. If micro Hall Effect measurements are done on small
pads in scribe lines, these parameters may be measured without
using valuable test wafers. We report how Hall mobility can
be extracted from micro four-point measurements performed
on a rectangular pad. The dimension of the investigated pad
is 400× 430 μm2, and the probe pitches range from 20 μm to
50 μm. The Monte Carlo method is used to ﬁnd the optimal way
to perform the Hall measurement and extract Hall mobility most
accurate in less than a minute. Measurements are performed on
shallow trench isolation patterned silicon wafers to verify the
results from the Monte Carlo method.
I. INTRODUCTION
In processing of semiconductor devices, it is becoming
increasingly important and difﬁcult to be able to characterize
material parameters such as sheet resistance, sheet carrier
density and Hall mobility. These parameters can be charac-
terized through various methods, where some require special
sample preparation, and others are destructive [1], [2]. It has
previously been shown that micro four-point probes are able
to measure sheet resistance, sheet carrier density and Hall
mobility on thin ﬁlm samples with at least one insulating
boundary [3].
The existing technique has been validated experimentally
for samples with a single boundary, while assuming a uniform
sheet resistance throughout the entire sample, which allows for
position error suppression thus giving very accurate results [4].
In this paper we investigate the possibility of performing
micro Hall Effect measurements in less than a minute on small
(400 × 430 μm2) test pads, which do not necessarily have
uniform sheet resistance. Being able to extract sheet resistance,
sheet carrier density and Hall mobility from small samples is a
signiﬁcant advantage, as these can be patterned in scribe lines
on the actual wafer, thus reducing the need for expensive test
wafers.
II. THEORY
A. Micro Hall Effect measurements: Micro Hall Effect mea-
surements are performed on thin ﬁlm samples using a micro
four-point probe. The four electrodes are placed in-line with
equal distance between the probes, also called the probe pitch,
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Fig. 1. The four different probe conﬁgurations (A, A’, B, B’) used for Hall
Effect measurements.
s. An insulating boundary must be present and a magnetic
ﬁeld, Bz , applied perpendicular to the surface. The actual
measurement is done by forcing a current, I , through two of
the probes pins while measuring the potential difference, V ,
between the two remaining pins. Four different pin conﬁgura-
tions (A, A’, B, B’) are used, and these are illustrated in Fig.
1.
Previous work [3] has shown the convenience of deﬁning
the resistance difference as ΔRBB′ ≡ RB − RB′ and the
mean resistance as RBB′ ≡ (RB + RB′)/2, where RB and
RB′ are the resistances, R = V/I measured in conﬁgurations
B and B’ respectively, similar values can be computed for
the A and A’ conﬁgurations. Furthermore, it has been shown
that introducing a pseudo sheet resistance, RP , greatly reduces
position errors [4]:
exp
2πRAA′
RP
− exp 2πRBB′
RP
= 1. (1)
Simple analytical expressions can be derived for ΔRBB′ ,
RBB′ and RAA′ for homogeneous thin ﬁlms with geometries
such as the inﬁnite half plane. Since (1) cannot be solved
analytically for RP , it is solved numerically. What makes RP
and ΔRBB′ convenient is the fact that they are proportional987-1-4244-3815-0/09/$25.00 c© IEEE
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to the sheet resistance R0 and the Hall sheet resistance RH ,
respectively. This allows for expressing them in the following
manner:
RP = R0f
(y
s
)
, (2)
ΔRBB′ = RHg
(y
s
)
, (3)
where f(x) and g(x) are theoretically calculated functions and
y is the distance to the barrier. When measurements are ﬁtted
to (2) and (3) to give R0 and RH , they can be used to calculate
the Hall mobility μH :
μH =
ZRH
R0Bz
, (4)
where Z is the sign of the carrier charge.
B. Measurement strategy: A procedure for extracting Hall
mobility from measurements performed on homogeneous thin
ﬁlms has previously been described [4]. In short, this method
dictates that two measurements should be performed with e.g.
a 20 μm pitch probe; one roughly 4 μm from the boundary
and the other 60 μm from the boundary. The measurements
are then ﬁtted to the theoretical expressions for the inﬁnite
half plane. This method can be performed in less than a
minute, and will therefore be referred to as the ”Fast - 3s
apart” (F3S) method. The F3S method can also be applied to
measurements on other geometries as long as the theoretical
values used for ﬁtting are those for the given geometry. Since
a 400 × 430 μm2 rectangle cannot be treated as an inﬁnite
half-plane the theoretical values used for ﬁtting are computed
using numerically conformal mapping [5]. A potential ﬂaw
with this method is that it assumes uniform sheet resistance
for the sample and in particular at the two points measured.
Since practical samples often have nonuniform sheet resistance
a new measurement strategy will be proposed.
1) New measurement strategy: Here another fast method
will be proposed, called the ”Fast - with Small Separation”
(FSS) method. The idea behind the new FSS method is
that despite the degree of sheet resistance variation, it can
be assumed constant within a signiﬁcant small area. This
will allow for performing two measurements with a small
separation and then ﬁtting to the theoretical expressions for
a constant sheet resistance. In the following the method will
be derived.
Two measurements are to be performed; the ﬁrst measure-
ment point is placed y0 from the boundary and the second
Δy further away. However, both values are assumed unknown
due to the uncertainties on the actual probe positions. The two
measurements will each result in a value for RP and ΔRBB′ ,
which leads to four equations with four unknowns:
For the pseudo sheet resistance:
RP1 = R0f
(y0
s
)
, (5)
RP2 = R0f
(
y0 + Δy
s
)
, (6)
and for the resistance difference:
ΔRBB′1 = RHg
(y0
s
)
, (7)
ΔRBB′2 = RHg
(
y0 + Δy
s
)
, (8)
where R0, RH , y0, Δy are all unknowns.
By eliminating R0 and RH , two equations with two un-
knowns are obtained:
RP1
RP2
=
f
(
y0
s
)
f
(
y0+Δy
s
) , (9)
ΔRBB′1
ΔRBB′2
=
g
(
y0
s
)
g
(
y0+Δy
s
) . (10)
The two equations cannot be solved analytically and must
instead be ﬁtted numerically by using the least square method.
Once y0 and Δy are found, R0 is found by doing least square
ﬁt of (5) and (6), while RH is found similarly from (7) and
(8).
2) Extensive measurement strategy: As a third method to
extract the Hall mobility, the ”All Inclusive” (AI) method will
be presented. For this both a sheet resistance scan and and Hall
Effect scan is required. The sheet resistance scan is used to
calculated theoretical values for ΔRBB′ and RP by assuming
a constant Hall mobility and using the ﬁnite element method
(FEM). The series of Hall Effect measurements is then ﬁtted
to the FEM calculated theoretical values, similar to the two
previously described methods.
C. Monte Carlo Simulations: Monte Carlo simulations of
the FSS method have been performed to determine where to
measure the two points such that the Hall mobility is found
most accurately. Monte Carlo simulations have been performed
for 400×400 μm2 samples with both uniform and nonuniform
sheet resistance using 20 μm electrode pitch.
For the samples with uniform sheet resistance the simulated
measurement data were obtained by conformal mapping in the
same way as the new theoretical values were calculated, as
described in [5].
The simulated data for a sample with nonuniform sheet
resistance were obtained by using COMSOL FEM simula-
tions, where the sheet resistance was deﬁned to vary like
an even fourth order polynomial in the y-direction, ﬁtted
to experimental measurement, such that the sheet resistance
at the boundaries was 75% of the value at the centre. As
sheet resistance is typically most strongly dependent on carrier
concentration, the mobility has been assumed constant.
For the Monte Carlo simulations a normal distributed posi-
tion error has been applied for each probe pin (in-line σx =
0.5 μm, out-of-line σy = 0.1 μm). Also a normal distributed
error on the boundary position was applied (σb = 0.1 μm), and
ﬁnally a normal distributed electrical error on the resistance
was added [σR = R0/(1.5 × 105) Ω]. 1000 simulations are
used for each set of y0 and Δy.
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Fig. 2. Monte Carlo simulations for a sample with uniform sheet resistance,
1000 iterations are used for each point. (a) Contourplot of relative deviation
in extracted Hall mobility. (b) Contourplot of relative standard deviation in
extracted Hall mobility.
The results of the Monte Carlo simulations for the homo-
geneous sample is shown in Figs. 2(a) and 2(b). Fig. 2(a)
shows the relative deviation of the calculated Hall mobility
from the true Hall mobility. It is seen that in order to get
correct results the measurements should be performed with y0
as small as possible and Δy between 1 and 9 μm. In Fig. 2(b)
the relative standard deviation is shown as a function of y0 and
Δy. It is seen that y0 again should be as small as possible and
Δy should be around 3 μm in order to minimize the relative
standard deviation.
In Figs. 3(a) and 3(b), the results from the Monte Carlo
simulation on the inhomogeneous sample are shown. From
these results it is more difﬁcult to choose which parameters
are the optimal to use for real measurements, since the relative
deviation is always negative for the chosen variation, which
means that the Hall mobility will be estimated too low. To get
the best possible value, Δy should be as small as possible,
but on the other hand a small Δy results in a large relative
standard deviation which is undesirable.
Even though the results of the Monte Carlo simulation
(a)
(b)
Fig. 3. Monte Carlo simulations for a sample with nonuniform sheet
resistance, 1000 iterations are used for each point. (a) Contourplot of relative
deviation in Hall mobility. (b) Contourplot of relative standard deviation in
Hall mobility.
indicate that different measurement procedures should be
applied for homogeneous and inhomogeneous samples, it has
been decided to choose one set of Δy and y0 to use for
all measurements. The reason for this is because when the
measurement technique is to be applied, it is unknown whether
the sample is completely homogeneous or how inhomogeneous
it is. Additional measurements would be required to determine
the homogeneity of the sample before performing the actual
Hall Effect measurement. However, this would be more time
consuming than the actual Hall measurement. The values of
Δy and y0 that will be used when performing the measure-
ments are y0 ≈ 4 μm and Δy = 3 μm for a probe pitch of
20 μm.
III. EXPERIMENTAL
Measurements have been performed on two different shal-
low trench isolation (STI) patterned silicon wafers. Both are
implanted at 0.5 keV with a nominal dose of 1× 1015 cm−2
B, and laser annealed in an Applied Materials DSA cham-
ber [6] at a nominal temperature of ∼ 1200◦C. The difference
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between the two wafers is that on one of them a 400 nm
thick absorber layer (AL) was deposited after the B implant,
and stripped again after the laser anneal in an oxygen plasma
asher. Measurements have been performed on 400× 430 μm2
pads on both wafers. The pads have been chosen with the
same coordinates on both wafers to ensure that they have had
similar preparation, except for the AL.
For the measurements a CAPRES microRSP-M150 sys-
tem [7] has been used. For the Hall Effect measurement a per-
manent magnet was placed at the centre of the sample chuck.
The magnetic ﬂux density at the position of measurements
was measured to 0.50 T using a calibrated Hall sensor. All the
M4PP used for measurements had a strain gauge positioned
next to the probe, to allow for accurate surface detection.
A. Sheet resistance scans: From the theory it is clear that the
uniformity of the sheet resistance is very important when Hall
mobility is to be extracted from the Hall measurements. For
this reason, sheet resistance scans have been performed on the
pads used for Hall measurements.
The sheet resistance scans were performed by scanning at
the centre of the pad in the direction parallel to the probe pins,
thus eliminating geometrical errors in proximity of the pad
edges [8]. The scans are composed of two separate scans. One
measured in a dense scan close to the boundary (< 50 μm)
with a probe pitch of 1.5 μm and the other measured away
from the boundary (> 30 μm) using a probe pitch of 10 μm.
B. Micro Hall Effect measurements: Hall measurements have
been performed on the same pads as used for the sheet
resistance scans. The three different approaches described in
section II-B have all been used to extract the Hall mobility.
Hall measurements have been performed at all four sides
of the measured squares with three different probe pitches;
s = 20 μm, s = 30 μm and s = 50 μm.
IV. RESULTS
A. Sheet resistance scans: The results of the sheet resistance
scans of the wafer processed without and with the AL are
shown in Figs. 4(a) and 4(b) respectively. The measured sheet
resistance is plotted as a function of the distance to the
boundary orthogonal to the scan direction, which means that
the centre of the pad is 215 μm from the boundary when
scanning in the west - east direction and only 200 μm when
scanning in the north - south direction, which is also illustrated
in the inset.
B. Micro Hall Effect measurements:
1) The All Inclusive (AI) method: As it has been shown
in Fig. 4(a), the sheet resistance is not uniform on the
investigated samples. Since most of the sheet resistance scans
are completely different, theoretical values must be computed
for each sample before ﬁtting. A set of these ﬁts are shown
for the edges north and south in Fig. 5. Here both measured
ΔRBB′ and RP are plotted as well as the theoretically ﬁtted
results. The corresponding sheet resistance scan from Fig. 4(a),
used to compute new theoretical values, has also been plotted,
and as expected it is seen that this ﬁts the theoretical RP in
the range 50− 350 μm.
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Fig. 4. Sheet resistance scans on 400 × 430 μm2 pads. (a) Measurements
on pad processed without AL. The inset shows how the scans are performed,
starting with 0 at the boundary and scanning towards the centre, the probe
positioned in the middle is aligned in the west - east scan direction, for north
- south it would be rotated 90◦. (b) Measurements on pad processed with
AL.
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Fig. 5. Fits of theoretical values to sheet resistance and Hall Effect
measurement using varying sheet resistance. Measured at north (400 μm)
and south (0 μm) edges on pad processed without AL. The sheet resistance
scan from Fig. 4(a) has also been plotted here.
The AI method have been applied for all four edges of
the square with the three different probe pitches, resulting in
twelve Hall mobility values. As the mobility is assumed to
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TABLE I
MEAN HALL MOBILITIES EXTRACTED USING 20, 30 AND 50 μM PITCH.
No AL With AL
μH ± σμH [cm2V−1s−1] μH ± σμH [cm2V−1s−1]
AI 32.4± 0.6 31.4± 0.3
F3S 43.2± 4.5 28.5± 1.9
FSS 28.3± 1.6 30.6± 1.6
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Fig. 6. Hall mobilities extracted from Hall measurements on 400x430 μm2
pads. N, E, S and W indicates which boundary the measurement is performed
at, and the numbers 20, 30 and 50 μm are the probe pitch used. The grey
bands are μH ± 3σμH found using the AI method. (a) Sample without AL.
(b) sample with AL.
be uniform throughout the pad, the mean Hall mobility, μH ,
and standard deviation, σμH , has been found for each pad and
reported in Tab. I.
2) The Fast methods: The results of the measurements
using the FSS and F3S methods can be seen in Fig. 6. On
the same plot the Hall mobility values from the AI method
are plotted as grey bands, which corresponds to μH ± 3σμH .
These bands are believed to be the true values as they are found
using the most correct theoretical data and all experimental
data.
V. DISCUSSION
A. Sheet resistance scans: From Figs. 4(a) and 4(b) it is seen
that the change of the sheet resistance towards the edge is
much larger for the wafer without AL than for the one with
AL. The reason for this is believed to be related to the change
in the optical reﬂection coefﬁcient from oxide covered areas
to noncovered areas, giving rise to a signiﬁcant higher anneal
temperature near the oxide edge. This difference is addressed
in more detail in [9]. Whereas the sheet resistance decreases
by 15-35 % toward the edge on the wafer without the AL, it
increases by 2-5 % for the wafer with the AL.
B. Micro Hall Effect measurements: Based on the results from
the Monte Carlo simulations of the FSS method, it is expected
that the measured Hall mobility will be lower than the real
value for the wafer without the AL and slightly higher for the
one with the AL.
From Tab. I it is seen that the average Hall mobility
extracted by the FSS method on the pad without AL is 13 %
below the value found using the AI method, which is in good
agreement with the Monte Carlo simulations.
Also from Tab. I it is seen that the average Hall mobility
extracted from the F3S method is 33 % higher than the AI
method value for the nonuniform pad processed without AL
and the relative standard deviation is 10 %. Thus, the results
clearly demonstrate that this method is useless for highly
nonuniform samples as the results are completely wrong.
The extracted Hall mobilities for the more uniform pad
processed with AL are in general placed closer to the expected
value for both two point methods. On average the F3S method
underestimates the Hall mobility by 9.2 %, whereas the FSS
method is just 2.3% below the expected Hall mobility. From
this, it is clear that when examining slightly nonuniform
samples, the FSS method is preferable to the F3S method.
We conclude that with a measurement time of less than
a minute, the accuracy of the FSS method is reasonable for
samples with sheet resistance variations below 5 %, whereas
highly nonuniform samples must be characterized with the
more time consuming AI method, which in turn does yield
a Hall mobility with very high conﬁdence, and with relative
standard deviations of just 1 % and 2 %, for the wafer with and
without AL, respectively. However, the measurement time for
the AI method is 30-40 minutes for one series of N, S, E, W
measurements. The AI methods also validates the assumption
of constant mobility, since it has been shown that the two
pads have the same Hall mobility, while having signiﬁcantly
different sheet resistances.
1) Sheet carrier density: The sheet carrier density changes
signiﬁcantly towards the edges of the pads where the Hall
mobilities are extracted. Thus, for a constant Hall mobility we
ﬁnd the activation degree of the implanted dose to be 14 %
and 21 % in the pad centre and on average 18 % and 20 % at
the pad edges for the wafer without and with AL, respectively.
This is in reasonable good agreement with previously reported
values for a non-patterned wafer [10].
VI. CONCLUSION
Micro Hall Effect measurements have been performed on
two different pads, one with a sheet resistance change toward
the edge of ≈ −25 % and the other with ≈ +5 %. Three
different methods have been used on both samples to extract
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the Hall mobility. For both fast methods, it proved most
difﬁcult to extract correct values of Hall mobilities on the
pad with the biggest change in sheet resistance. The proposed
technique of measuring two points close to each other was
shown to be more reliable than the existing method, where the
two points were measured relatively far apart. Measuring two
points close to each other resulted in an average Hall mobility
that are around 10 % too low, when measuring on the pad with
the largest variation, while only a 2.3% wrong when measuring
on the test pad with least sheet resistance variation. However,
when combining detailed scanning of sheet resistance and
micro Hall Effect, it has been demonstrated that Hall mobility
can be determined with a relative standard deviation of 1-2 %,
even for highly non-uniform test pads.
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